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Note:

The Anti Wave Universal Wall Goal is designed to anchor nearest  the pool edge 
or on the movable bulkhead, it is configured to get the most out of restricted 
space and is excellent for training, social matches, and for competition below the 
international level. 

Patented Full Red net and Canvass  are very strong and durable.

The Universal Wall Goal is the goal to fit the end of the pool.
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to install the Wall Goal to the Pool.

Countersunk Bolt

bolts crewed not tight.
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Round Head Bolt,Washer and Lock Nut 
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to fix 

 BoltHead
 Round 

close to pool edge as possible) two weeks ago 

Eyelets, Slide them as above from top corner of 

Anchors which you casted in the concrete(pls as
Insert the Leg of "F" Frame into the Deck Hole

 Slide Block, M10x20
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Open the Parts Bag, take out Slide Blocks and 
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Side "L" Frames with White Rope.Frame, fix 

Washers to fix  Side Frame to  Front Frame,
then use M6X25 Countersunk Bolts, Washers,
Lock Nuts to fix Side Frame to the

 Front Frame.the Side Frame to the

×2
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Frame.
 Bottom 

Slide Aluminium "T" from the bottom of Side 
Frame, use Slide Blocks ,M8 Lock Nuts and 

Frame, use M6x25 Countersunk Bolts, Washer 
and Lock Nuts to fix the Top Tube  to the Side 
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Round Head Bolts,  Aluminium "T", Washers, 
Lock Nuts and Set Screws  to fix it to the Side 
Frames.

Slide Aluminium "T" from the bottom of Side 

Cut the "F" Frame to fit the Pool. use the M6x7

Use the White Rope to traverse the holes of 
Canvass to fix the Canvass to the Bottom 
Frame, Side Frame and Top Tube, then fix the 
Red Net to the Eyelets and lace it around the 
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